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TIEU CHUAN AP DUNG: TCVN 5064 - 1994 / S 1:1995
THONG SO KY THUAT

APPLIED STANDARD: TCVN 5064 - 1994 / Sb 1:1995
TECHNICAL INFORMATION

boéng goi: L6 Packing: Drum

KET CAU STRUCTURE

L6i dan dién: Nhém bén xoan cap 2 Conductor: Aluminum class 2
U'NG DUNG APPLICATION

Dung cho hé thong truyén tai va phan phéi dién trén khong For overhead power transmission and distribution systems

BANG CAU TRUC DU LIEU (GIA TRI DANH PINH)
Constructional Data (Nominal Values)

S6 soi va dudng Tiétdientinh || s | bien e motehidu s | Kndil s
Tiét dién danh kinh cla soi | g4 160 xosn / | toan /Calculated | -¥© K€O dutkhong | Bien tro mot chicu & ol luong gan
" ; /Approx. Number . nhé hon /Min 20°C /DC Resistance dung /Approx.
dinh /Nominal area ) Number of layer |  Cross-sectional ) )
and diameter aren breaking load at 20°C Weight
of wires
mm? No x mm mm? N Q/km kg/km
16 7x1.70 1 15.9 3,021 1.8007 43
25 7x213 1 24.9 4,500 1.1489 68
35 7x2.51 1 40.0 5,913 0.8347 94
50 7 x3.00 1 49.5 8,198 0.5748 135
70 7 x3.55 1 69.3 11,288 0.4131 189
95 7x4.10 1 92.4 14,784 0.3114 252
120 19 x2.80 2 117.0 19,890 0.2459 321
150 19x3.15 2 148.0 24,420 0.1944 406
185 19 x 3.50 2 182.8 29,832 0.1574 502
240 19 x 4.00 2 238.7 38,192 0.1205 655
300 37x3.15 3 288.3 47,569 0.1000 794
400 37 x 3.66 3 389.7 63,420 0.0740 1,072

*Tat ca cac thong so, hinh vé thiét ké dugc Cong ty TNHH Cap dién KBI Cosmolink Vina dua ra trén day chi mang tinh chat gidi thiéu va khéng bj rang buéc
* All drawings, design, specifications of KBl Cosmolink Vina Cable Co., Ltd is indicative only and shall not be binding on KBl Cosmolink Vina
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