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300/500V PVC INSULATED, Bulding Wires

PVC SHEATHED CAPTYPE FLEXIBLE FLAT CORD (VCTFK)

300/500V - Cu / PVC/ PVC

KBI COSMOLINK VINA CABLE

Vo boc
Outer Sheath

TIEU CHUAN AP DUNG: IEC 60227 (TCVN 6610)
THONG SO KY THUAT:
Cép dién ap: 300/500V

Lép cach dién
Insulation

Loi dan dién
Conductor

APPLIED STANDARD: IEC 60227 (TCVN 6610)
TECHNICAL INFORMATION:
Voltage: 300/500V

Mau sac: Vang, dd Color: RD, YL
Bong gai: Cudn Packing: Roll
KET CAU: STRUCTURE:

L5i dan dién: Dong nhiéu sgi, cdp 5

L&p cach dién: PVC

V4 boc: PVC

U'NG DUNG:

Bugc st dung cho cac thiét bj dién, hé thong dién
chiéu sang 13p dat trong nha.

BANG CAU TRUC DU LIEU (GIA TRI DANH DINH)
Constructional Data (Nominal Values)

Conductor: Coppetr, class 5

Insulation: PVC

Outer Sheath: PVC

APPLICATION:

Used for equipments, indoor lightening system.

Ay 4% . . Kich thwde ngoai Dién tré Dién tro
' _ Rugtdan /Conductor | DO ddy | BOAAY | sanprox Overall Diameter | rutddn/ | cach disn
Ky hiéu / | So 16i /No. cach dién | voé boc/ Co-nductor /Insulatic;n
Symbol of cores | Tiét dién / Loai / /Insulation Sheath Nhé nhat/ | Lén nhat/ Fesisane || Pasismns
Nominal area |  Class thickness thickness | Lower Limit | Upper Limit 20°C 70°C
- © mm? mm mm mm mm Q/km MQ . km
2 0.75 5 0.6 0.8 3.7x6.0 45x7.2 26.0 0.011
2 1.0 (5 0.6 0.8 3.9x6.2 47x75 19.5 0.010
2 1.5 (5 0.7 0.8 44x7.0 5.3x8.5 13.3 0.010
VCTFK
2 25 () 0.8 1.0 51x8.4 6.2 x 10.1 7.98 0.009
2 4.0 5 0.8 1.1 5.7x9.5 6.9x11.5 4.95 0.007
2 6.0 5 0.8 1.2 6.4x10.8 | 7.8x13.0 3.3 0.006

*Tat ca cac thong so, hinh vé thiét ké dugc Cong ty TNHH Cap dién KBI Cosmolink Vina dua ra trén day chi mang tinh chat gidi thiéu va khéng bi rang buéc
* All drawings, design, specifications of KBl Cosmolink Vina Cable Co., Ltd is indicative only and shall not be binding on KBl Cosmolink Vina




