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CAP 4 LOI CACH DPIEN PVC, VO BOC PVC HOAC FR-PVC
0.6/1KV PVC INSULATED, PVC (FR-PVC) SHEATHED (VV OR FR-VV)

0.6/1kV - Cu / PVC/ PVC (FR-PVC)

| KBI COSMOLINK VINA CABLE ”!

| _

TIEU CHUAN AP DUNG: IEC 60502-1 (TCVN 5935:1995)
THONG SO KY THUAT:

Cap dién ap: 0.6/1kV

Mau sac: Ben

Dbong goi: Cudn, 16

KET CAU

L5i dan dién: Bong cap 2

L&p cach dién: PVC

L&p giap: Sqi thép, Bang thép

V4 boc: PVC (FR-PVC)

U'NG DUNG: Dung dé truy&n tai dién nang cho luéi dién
ha thé, tan s6 cong nghiép, 1ap dat ngam truc ti€p trong
dat hoac trong 6ng

BANG CAU TRUC DU LIEU (GIA TRI DANH PINH)
Constructional Data (Nominal Values)
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APPLIED STANDARD: IEC 60502-1 (TCVN 5935:1995)
TECHNICAL INFORMATION:
Voltage: 0.6/1kV
Color: BK

Packing: Roll, drum
STRUCTURE:
Conductor: Copper class 2
Insulation: PVC
Armoured: Steel wire, Steel tape
Outer Sheath: PVC (FR-PVC)
APPLICATION: Used to transmit electricity to low voltage,
industrial ares, installed directly under the ground or in pipes.

Buong kinh
ol Lowengiin| cpan | soctoro | Sy | P65 S | ouong koo 106 <8 o8 | oy g g
Nominal | 18i /approx. | cach dién / Inner sl.wath SEEL sheath norminal Approx. Overall  |Approx. Weight of Cable LA ]
Cro.ss- Diameter of In§ulation t':;: ZZZ:.L thi:ig Zss thickness Diameter Copper Conductor (Bl ST
sectional | Conductor | thickness
cien (Armour)
GSWA|DSTA |GSWA|DSTA GSWA| DSTA| UnAr GSWA| DSTA| UnAr GSWA|DSTA| UnAr GSWA| DSTA| UnAr
mm? mm mm mm mm mm mm Kg/km m
1.5 1.56 0.8 1.0 S 0.8 . 1.8 S 18 | 16 - 12 | 465 - 180 |1,500| - [1,500
25 2.01 0.8 1.0 - 0.8 - 1.8 - 1.8 | 17 - 13 | 540 - 240 (1,500 - [1,500
4 2.55 1.0 1.0 | 10 [1.25]| 02 | 18 | 1.8 | 1.8 | 20 18 15 | 790 | 530 | 350 |1,000 (1,000 1,000
6 3.12 1.0 1.0 | 10 [125] 02 | 18 | 1.8 | 1.8 | 21 20 17 | 940 | 640 | 440 |1,000 1,000 1,000
100) 3.7 1.0 1.0 | 10 [125| 02 | 18 | 1.8 | 1.8 | 23 21 18 | 1160 | 830 | 610 |1,000 (1,000 | 1,000
16 4.7 1.0 10 | 10 | 16 | 02 | 1.8 | 1.8 | 1.8 | 27 24 21 | 1,650 (1,130| 880 |1,000|1,000| 1,000
25 59 1.2 1.0 | 10 | 16 | 02 | 1.8 | 1.8 | 1.8 | 31 28 25 12,190 (1,580 1,280 | 1,000 |1,000 | 1,000
35 6.9 1.2 10 | 10 [ 16 | 02 | 19 | 1.8 | 1.8 | 34 31 27 | 2,720 |2,030| 1,700 | 500 | 500 | 500
50 8.1 14 12 |12 | 20| 02 | 21 | 20 | 1.9 | 40 36 31 | 3,730 |2,670( 2,250 | 500 | 500 | 500
70 9.8 14 12 |12 | 20 | 05 | 22 | 21 | 20 | 44 42 36 | 4,790 |4,010( 3,220 | 500 | 500 | 500
95 11.4 1.6 12 112 |25 | 05|24 | 23| 21 51 48 41 | 6,660 |5,330| 4,270 | 500 | 500 | 500
120 12.9 1.6 14 | 14 | 25 | 05 | 25 | 24 | 23 | 56 52 45 | 7,820 | 6,420 5,320 | 500 | 500 | 500
150 14.3 1.8 14 | 14 | 25 | 05 | 27 | 26 | 24 | 61 57 50 | 9,350 | 7,750 6,550 | 250 | 250 | 500
185 15.9 2.0 16 | 16 | 25 | 05 |29 | 27 | 26 | 67 63 55 [11,300]9,550| 8,200 | 250 | 500 | 500
240 18.3 22 16 | 16 | 25 | 0.5 | 3.1 30| 28 | 74 71 63 |14,150(12,200({10,740| 250 | 250 | 250
300 20.5 24 16 | 1.6 [315| 05 | 3.3 | 32 | 3.0 | &1 78 69 |18,000 (15,000(13,340| 250 | 250 | 250

(*) 10mm? dén 630mm? la I6i nén tron cho cdp don pha hodc nhiéu pha / 10sgqmm to 630sqmm are normal compact round for single or mutil core.

*Tat ca cac thong s6, hinh vé thiét ké dugc Cong ty TNHH Cép dién KBI Cosmolink Vina dua ra trén day chi mang tinh chat gidi thiéu va khéng bi rang buéc
* All drawings, design, specifications of KBl Cosmolink Vina Cable Co,, Ltd is indicative only and shall not be binding on KBl Cosmolink Vina
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