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CAP 4 LOI CACH PIEN XLPE, VO BOC PVC HOAC FR-PVC
0.6/1KV XLPE INSULATED, PVC (FR-PVC) SHEATHED (CV OR FR-CV)

0.6/1kV - Cu / XLPE / PVC (FR - PVC)

| KBI COSMOLINK VINA CABLE ”!

[\

TIEU CHUAN AP DUNG: IEC 60502-1 (TCVN 5935:1995)
THONG SO KY THUAT:
Cép dién ap: 0.6/1kV
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APPLIED STANDARD: IEC 60502-1 (TCVN 5935:1995)
TECHNICAL INFORMATION:
Voltage: 0.6/1kV

Mau sac: Ben Color: BK
bong goi : Cudn, 16 Packing: Roll, drum
KET CAU: STRUCTURE:

L5i dan dién: Bong cap 2

L&p cach dién: XLPE

L&p giap: Soi thép, Bang thép

V4 boc: PVC (FR-PVC)

U'NG DUNG: Dung dé truyén tai dién nang cho Iudi dién ha thé, tan
s6 cong nghiép, lap dat ngam truc ti€p trong dat hodc trong 6ng.

BANG CAU TRUC DU LIEU (GIA TRI DANH PINH)
Constructional Data (Nominal Values)

Conductor: Copper class 2

Insulation: XLPE

Armoured: Steel wire, Steel tape

Outer Sheath: PVC (FR-PVC)

APPLICATION: Used to transmit electricity to low voltage,
industrial ares, installed directly under the ground or in pipes.

Buwong kinh
Sl owengiin| opan | soctono | i | P55 ST | ouong ki 106 T8 58 | oy g g
Nominal |6.i /approx. | cach dit.?;n/ Inzz;;t_’:aalm D’?g’:;er’ sheath norminal . Appm,? o\,era//p Approx. Weight of Cable tleuﬁt)::;:rze/got/:mal
Cra ose- || Desy of In§ulat/on thlokness thicknoss thickness Diameter Copper Conductor g
sectional | Conductor | thickness
e (Armour)
GSWA| DSTA |GSWA|DSTA GSWA| DSTA| UnAr GSWA| DSTA| UnAr | GSWA | DSTA| UnAr GSWA| DSTA| UnAr
mm? mm mm mm mm mm mm Kg/km m
1.5 1.56 0.7 1.0 - 0.8 - 1.8 - 18 | 16 - 12 440 - 180 | 1500 | - |[1,500
2.5 2.01 0.7 1.0 - 0.8 - 1.8 - 1.8 | 17 - 13 530 - 240 | 1500 | - {1,500
4 2.55 0.7 10|10 | 08 | 02 | 18 |18 | 18 | 18 18 15 630 | 500 | 320 |1500 | 1500 |1,500
6 3.12 0.7 10 | 10 (125]| 02 | 18 | 1.8 | 1.8 | 19 19 16 760 | 610 | 410 |1000 | 1000 | 1,000
10(*) 37 0.7 1.0 | 10 [125| 02 | 1.8 | 1.8 | 1.8 | 22 22 18 | 1010 | 750 | 580 | 1000 | 1000 |1,000
16 4.7 0.7 1.0 {10 | 16 | 02 | 1.8 | 1.8 | 1.8 | 24 23 20 | 1,450 (1,000| 780 |1,000 1,000 | 1,000
25 5.9 0.9 10|10 [ 16 | 02 | 1.8 | 1.8 | 1.8 | 29 27 24 | 1,990 |1,460| 1,180 | 1,000 |1,000 | 1,000
35 6.9 0.9 1.0 [ 10 | 16 | 02 | 19 | 1.8 | 1.8 | 32 30 27 | 2,490 (1,880 1,570 | 1,000 1,000 | 1,000
50 8.1 1.0 1.0 [ 10 | 16 | 02 | 20 | 19 | 19 | 35 33 30 | 3,260 [2,430(2,090 | 500 | 500 | 500
70 9.8 1.1 12 |12 20| 02| 22|20 ]| 20| 41 39 35 | 4,470 (3,380 2,940 | 500 | 500 | 500
95 1.4 1.1 1.2 1.2 20 | 05 | 23 2.2 21 46 45 39 | 5,700 |4,940| 3,990 | 500 | 500 | 500
120 12.9 1.2 14 | 14 | 25 | 05 | 25 | 24 | 23 | 52 50 | 44 | 7,360 |6,090( 5,000 | 500 | 500 | 500
150 14.3 14 14 | 14 | 25 | 05 | 26 | 25 | 24 | 56 55 49 | 8,750 |7,350| 6,150 | 250 | 500 | 500
185 15.9 1.6 1.4 1.4 25 | 05 | 28 | 27 | 26 62 60 54 |10,650(9,100| 7,710 | 250 | 250 | 500
240 18.3 1.7 16 | 16 | 25 | 05 | 30 | 29 | 28 | 69 68 61 (13,350 (11,550(|10,000|{ 250 | 250 | 250
300 20.5 1.8 16 | 16 | 25 | 05 | 32 | 3.1 | 3.0 | 76 74 68 |16,150(14,200({12,500| 250 | 250 | 250

(*) 10mm? dén 630mm? la I6i nén tron cho cdp don pha hodc nhiéu pha / 10sqmm to 630sqmm are normal compact round for single or mutil core.

*Tat ca cac thong s6, hinh vé thiét ké dugc Cong ty TNHH Cép dién KBI Cosmolink Vina dua ra trén day chi mang tinh chat gidi thiéu va khéng bj rang budc
* All drawings, design, specifications of BKI COSMOLINK VINA is indicative only and shall not be binding on KB COSMOLINK VINA
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