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CAP PONG TRAN DAY
BARE COPPER CONDUCTOR CAP HA THE

Low Voltage Wires & Cables

Cu

Léi déng
Cu Conductor

TIEU CHUAN AP DUNG: |[EC 60228 APPLIED STANDARD: IEC 60228

THONG SO KY THUAT: TECHNICAL INFORMATION:

bong gobi: L6 Packing Drum

KET CAU: STRUCTURE:

L6i dan dién: Bong bén xodn cap 2 Conductor: Copper class 2

U'NG DUNG / APPLICATION: UNG DUNG / APPLICATION:

Dung cho hé théng truyén tai va phan phai dién treo trén khong For overhead power transmission and distribution systems

BANG CAU TRUC DU LIEU (GIA TRI DANH PINH)
Constructional Data (Nominal Values)

Ru6t dan /Conductor . o Dién tré rudt dan Khéi lwgng
Ky hiéu Buong kinh 16i / I6n nhét & 20°C / gan ding
Symbol Tiét dién / Sé soi; dk soi / App r%);nfgsgsrter i Max DC Resistance / Approx. weight

Nominal area Approx. Structure at 20°C of cable

- mm? mm mm Q/km Kg/km
1.5 7/0.52 1.56 12.1 13.3
2.5 7/0.67 2.01 7.41 222
4 7/0.85 2.55 4.61 35.7
6 7/1.04 3.12 3.08 53.4
10 711.37 3.7 1.83 86.5

16 71177 4.7 1.15 137.7

25 7122 5.9 0.727 217.7
35 7126 6.9 0.524 302.1

B¢ 50 713.05 8.1 0.387 409.0
70 19/2.2 9.8 0.268 593.6

95 19/2.6 11.4 0.193 824.3

120 19/2.9 12.9 0.153 1039.8

150 19/3.25 14.4 0.124 1282.9

185 37/26 15.9 0.0991 1613.2

240 37/29 18.2 0.0754 2120.3

300 61/2.6 20.5 0.0601 2630.0

*Tat ca cac thong s6, hinh vé thiét ké dugc Cong ty TNHH Cép dién KBI Cosmolink Vina dua ra trén day chi mang tinh chat gidi thiéu va khéng bij rang budc
* All drawings, design, specifications of KBl Cosmolink Vina Cable Co., Ltd is indicative only and shall not be binding on KBl Cosmolink Vina
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